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pierced by fixed lights, drive shaft and
pump-engine control rods, provided
that the shafts and rods are fitted with
stuffing boxes where they pass through
the gastight bulkheads. The access to a
cargo pumproom handling such liquids
shall be from the open deck. (See
§ 32.60–20.0.)

§ 32.65–25 Living quarters—TB/ALL.

Partitions and sheathing shall be of
approved fire-resistive construction.

§ 32.65–30 Tank vessels with independ-
ent tanks—TB/ALL.

Independent cargo tanks may be lo-
cated in hold spaces or in other cargo
tanks but in all cases a working space
of at least 15 inches shall be provided
around such independent tanks, or else
provisions shall be made for moving
them to secure such space. When inde-
pendent cargo tanks are located in an
enclosed space other than a cargo tank,
such enclosed space shall be considered
as equivalent to a pumproom, and shall
be safeguarded as such, as required in
the regulations in this subchapter.

§ 32.65–35 Tank vessels carrying Grade
A liquids—TB/ALL.

Cargo tanks for Grade A liquids hav-
ing a Reid vapor pressure in excess of
25 pounds shall be independent of the
hull.

§ 32.65–40 Construction and testing of
cargo tanks and bulkheads—TB/
ALL.

(a) All cargo tanks to be vented at
gage pressures of 4 pounds per square
inch or less shall be constructed and
tested as required by the requirements
of the American Bureau of Shipping or
other recognized classification society.

(b) All cargo tanks to be vented at
gage pressures above 4 pounds per
square inch shall be considered as pres-
sure vessels and shall meet the require-
ments for such vessels as to construc-
tion and testing, as set forth in sub-
chapter F (Marine Engineering) of this
chapter.

(c) Gastight bulkheads shall be sub-
jected to a thorough hose test.

[CGFR 65–50, 30 FR 16671, Dec. 30, 1965, as
amended by CGFR 68–82, 33 FR 18805, Dec. 18,
1968]

Subpart 32.70—Hull Requirements
for Steel Hull Tank Vessels
Constructed Prior to Novem-
ber 10, 1936

§ 32.70–1 Application—TB/ALL.
All steel hull tank vessels, the con-

struction or conversion of which was
started prior to November 10, 1936,
shall conform to the requirements in
this subpart.

§ 32.70–5 Hull requirements; general—
TB/ALL.

The scantlings, material, and work-
manship, the subdivision of cargo
spaces, the arrangement of cofferdams,
the testing of tanks and cofferdams,
shall be at least equivalent to the re-
quirements of a recognized classifica-
tion society for the particular service
specified in the application for the cer-
tificate of inspection and permit for
the transportation of liquid flammable
cargoes in bulk as of the date when the
tank vessel was built or as of the date
when the vessel was converted into a
tank vessel. In the absence of such
classification requirements, the Officer
in Charge, Marine Inspection, shall sat-
isfy himself that the vessel’s structure
as specified in this section is safe for
the service to be specified in its certifi-
cate of inspection.

[CGFR 66–33, 31 FR 15268, Dec. 6, 1966]

§ 32.70–10 Cofferdams—TB/ALL.
Tank vessels carrying Grade A, B, or

C liquids shall be required to conform
to the construction requirements in re-
gard to vertical cofferdams in § 32.65–15,
except that a dry cargo compartment
shall be considered to be equivalent to
a cofferdam, and except as provided for
in § 32.70–20.

§ 32.70–15 Pumprooms—TB/ALL.
Tank vessels handling Grade A, B, C

or D liquid cargo shall meet the re-
quirements for tank vessels in § 32.65–20
except that the electrical installation
shall comply with the requirements of
§ 32.45–10(c).

§ 32.70–20 Pump-engine compart-
ment—TB/ALL.

No cofferdam will be required be-
tween a cargo tank and a compartment
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